
IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT – From 2002 Permanent Weigh-In-Motion Data

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Saturday 1 June Thru Sunday 30 June 2002

Total Traffic - All Lanes Included

Vehicle Direction of Travel

North Bound South Bound

Speed Bin
Lane
Count

Lane
%

Average
Speed

Lane
Count

Lane
%

Average
Speed

Total
Count Type %

Average
Speed

0 – 30 82 0.09 24 47 0.05 21 129 0.07 23

30 – 35 39 0.04 33 40 0.04 33 79 0.04 33

35 – 40 85 0.09 39 90 0.09 39 175 0.09 39

40 – 45 282 0.29 43 380 0.40 44 662 0.35 43

45 – 50 1470 1.53 49 2278 2.39 49 3748 1.96 49

50 – 55 8759 9.11 54 10808 11.35 54 19567 10.22 54

55 – 60 32767 34.07 58 34346 36.06 58 67113 35.06 58

60 – 65 40220 41.82 62 37008 38.85 62 77228 40.34 62

65 – 70 10728 11.15 67 8681 9.11 67 19409 10.14 67

70 – 75 1431 1.49 72 1251 1.31 72 2682 1.40 72

75 – 80 187 0.19 78 221 0.23 78 408 0.21 78

80 – 85 63 0.07 82 56 0.06 83 119 0.06 83

85 – 140 65 0.07 102 49 0.05 106 114 0.06 104

Total by Lane 96178 50.24 61 95255 49.76 60 191433 100.00 60

Total by Direction 96178 50.24 61 95255 49.76 60

50th Percentile Speed 61

85th Percentile Speed 64

                 


